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28VDC INPUT NOTES: 

ARS-500C IS CASE GROUNDED. ALL CONNECTOR SHIELDS AND ALL GROUND PINS ARE CONTINUOUS. 1.

28VDC INPUT IS REVERSE POLARITY PROTECTED. 2.

28VDC INPUT IS FUSED FOR 10A MAX. AT 28VDC INPUT, DO NOT EXCEED 7.5A DRAW. 3.

10A CIRCUIT BREAKER: PULL OUT TO DISCONNECT SYSTEM POWER.4.

28V LED (ON) INDICATES THAT INPUT POWER IS DETECTED. 5.

RECOMMENDED WIRE SIZE FOR 28VDC: 16AWG. 6.

5 & 12 VDC OUTPUT NOTES: 

AUX POWER OUTPUTS ARE INTERNALLY FUSED WITH SELF-RESETTING FUSES. 1.
12VDC OUTPUT IS RATED FOR 2A MAX.2.
12VDC OUTPUT RANGES FROM 11.5-12.2VDC3.
5VDC OUTPUT IS RATED FOR 3.5A MAX. 4.
5VDC OUTPUT RANGE IS 4.5-5.2VDC. 5.
12V LED AND 5V LED'S INDICATE VALID OUTPUTS. 6.
SHORT CIRCUIT POWER MAY BE AS HIGH AS 2W. 7.
RECOMMENDED WIRE SIZE: 22 AWG. 8.
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(-) AUDIO

RIGHT (+) AUDIO

LEFT (+) AUDIO

- (GND) COM Audio

+ COM Audio

TSS- STYLE 3.5mm PLUG

AUDIO INTERFACE SUMMARY (ARS 500 JH21)
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