
Searchlight (OPTIONAL)

Serial RS-232/RS-422 

Console USB Port

USB 2.0

Keyboard (OPTIONAL)

PS/2

Mouse (OPTIONAL)

PS/2

HD Downlink (OPTIONAL)

HD Downlink

Transmitter

HD-SDI in

VAC HD-SDI 2:1

Switch (18-111-102-A )

HD-SDI 1 in

HD-SDI 2 in

HD-SDI out

HD-SDI out

Decimator MD-HX

HDMI/DVI to SDI Scaler

HDMI in

HD-SDI out 1

HD-SDI out 2

HDMI out

Garmin 530W/430W 

(OPTIONAL)

RS232 ADF

SD Downlink

(OPTIONAL)

COMPOSITE in

Monitor

DVI in

Touchscreen RS232

(OPTIONAL)

COMPOSITE in

FLIR Star Safire HD ECU

COMPOSITE 3 out

RS422 (J4)

COMPOSITE 1 out

COMPOSITE 2 out

AUDIO (OPTIONAL)

AJA HD10A-Plus

5V-18V Power In

COMPOSITE in

SDI out

ARS 600

DVI out (J25)HD-SDI 1 in (V1)

RS232 (J8)

RS232 (J10)

AUDIO in (J21 or J22)

Serial RS-232/RS-422 (J7-c or J9) 

USB 2.0 (J3)

PS/2 Keyboard (J23) 

PS/2 Mouse (J24) 

DVI/HDMI/VGA out (J26)

HD-SDI 1 out (V2)

RS422 (J9)

5V out (J2)

Basic ARS600 / FLIR Star Safire III diagram
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