
FLIR380(X)HD(c)

SDI 1, PIN A (VIC) out

SDI 4, PIN C (VIC) out
(copy of PIN A for non-X)

COMPOSITE Out

ETHERNET

SDI 2, PIN B (VIC) out

SDI 3, PIN D (AUX) out

Monitor

SDI 2 in (MAP)

SDI 1 in (VIC)

Touchscreen RS232

SDI 3 in (AUX)

SDI 4 in

OPTIONAL

ATOM2/ARS750

SDI 1 in (J6)
SDI1 out (J8)

SDI2 out (J5)

RS232B (J4)

AUDIO in (J4)

PS/2 Keyboard (J4) 

PS/2 Mouse (J4) 

RS232C (J4)

ETHERNET (J2)

RS232A (J4)

SDI1 out (J9)

RS422 (J4)

Keyboard/Mouse  
(OPTIONAL)

PS/2

PS/2

GPS Data Feed
(REQUIRED)

RS232

AUDIO (OPTIONAL)

Ethernet Switch/Router

LAN

LANLAN

WAN

HD Downlink

VAC HD-SDI 2:1
Switch (18-111-102-A )

SDI 2 in

SDI 1 in

SDI out

Transmitter

SDI in

COMPOSITE in

ETHERNET 

Searchlight
(OPTIONAL)

RS422

ATOM2 and FLIR 380(X)HD(c) Basic Integration
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